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SPEED INVERTER
Space Constrained Heat Pump
with Electric Heating

1.0 - 2.5 Tons
0 - 10 kW Electric Heat
Up to 17.0 SEER2
Variable Speed
R454B
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3 COOL-PAK HP w/VARIABLE SPEED INVERTER SPEC REV. A

NOMENCLATURE

HEAT TYPE
E - Electric Heat

UNIT SIZE
12 - 12,000 BTUH
18 - 18,000 BTUH
24 - 24,000 BTUH
30 - 30,000 BTUH

VOLTAGE 
2 - 208/240V 1Ph

BRAND
F - First Co.

GENERAL OPTIONS
00 - None

CONTROL OPTIONS
0 - Standard

CABINET OPTIONS
A0 - 20x20 w/ Fiberglass
B0 - 20x26 w/ Fiberglass

ACCESSORY CONNECTIONS
0 - Standard

MAJOR REVISION
D- R454B

HEAT OPTION
00 - 0kW
03 - 3kW
05 - 5kW
07 - 7kW 
10 - 10kW

UNIT TYPE
V - Variable Speed Inverter

SERIES
E - Eco Series

E V E 24 2 05 D 0 0 B0 00 F
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COOL-PAK HP w/VARIABLE SPEED INVERTER SPEC REV. A
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COOL-PAK HP W/VARIABLE SPEED INVERTER

PRODUCT FEATURES / DESCRIPTION
•	 Space constrained variable speed heat pump with optional electric heat.
•	 Pre-wired and pre-charged with R-454B refrigerant, capable of delivering conditioned air to multiple rooms.
•	 Easily installs into a closet or mechanical room on an exterior wall, utilizing a minimal amount of floor space.
•	 Works with a traditional low voltage Y1/Y2 thermostat or a RS485 communicating thermostat.

APPLICATIONS
Hospitality, Apartments/Condominiums, Assisted Living/Memory Care, Student Housing, Senior Living and Modular/
Prefabricated Buildings.

STANDARD FEATURES
•	 Shipped for top supply and front return; optional ducted return available
•	 Variable-speed compressor, evaporator motor, and condenser motor on all models
•	 Electronic Expansion Valve (EEV) for optimized performance
•	 Suction accumulator for compressor protection
•	 Factory-installed condenser drain pan heater and float switch
•	 High- and low-pressure switch protection
•	 Units with more than 4 lbs of refrigerant include a factory-installed leak mitigation sensor
•	 Coil and ambient temperature sensors for precise operation
•	 Heat pump operation down to 0°F outdoor ambient
•	 100% rated cooling capacity at 115°F outdoor ambient
•	 Insulated compartment to improve cooling performance, reduce noise, and prevent sweating
•	 Corrosion-resistant condensate drain pan
•	 Filter brackets and disposable filter shipped loose; tool-less filter replacement
•	 Make-up air vent provides up to 50 CFM of ventilation air when fully opened
•	 Standard pull-out service switch and terminal block (terminal block included on 7 kW and 10 kW heater models only)

COOL-PAK HP w/INVERTER
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COMMUNICATING CONTROL
•	 Four-wire RS485 communication
•	 Operating modes: Cool, Heat, Auto, Emergency Heat, Fan
•	 System fault alarm: Red flashing fault code
•	 Outdoor ambient temperature monitoring
•	 Precision compressor speed control to reduce frequent cycling and maintain stable comfort conditions

CONTROL FEATURES
•	 Diagnostic indicator lights and three-segment LED display for system mode, fault codes, and stored fault history
•	 Automatic demand defrost system with field-selectable defrost exit temperatures for improved performance in 

severe weather
•	 Manual forced defrost initiated via onboard button
•	 Emergency Heat mode compatible with thermostats equipped with an emergency heat setting to energize electric 

heat during heat pump failures
•	 Service Mode enabled by dip switch for easier field servicing
•	 Comprehensive system protection against motor failures, electric heater failure, system overheating, anti-coil freezing, 

float switch faults, sensor failures, and more
•	 Emergency Control function activates during refrigerant leak conditions
•	 Electric heater lockout above 40°F outdoor ambient to meet ASHRAE 90.1 requirements

SERVICEABILITY FEATURES
•	 Easy in-place service access
•	 Pull-out service switch for maintenance convenience
•	 Front-access electrical components and control boards

WARNING: 
Service switch does not de-energize the incoming power supply to the unit.

LIMITED WARRANTY 
5 Years Compressor, 1 Year parts
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COOL-PAK HP W/VARIABLE SPEED INVERTER

MAJOR COMPONENTS

Drive
Board

Control
Board

EEV

Condenser
Drain
Pan Heater 

Variable
Speed

Compressor
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COOL-PAK HP W/VARIABLE SPEED INVERTER

VENTILATION AIR
A 3” aluminum vent pipe connects the condenser venturi to the side of the cabinet, where a mesh screen and metal cover 
plate protect the pipe opening. Removing the cover plate allows up to 50 CFM of ventilation air to enter the equipment 
closet, where it mixes with the return air before passing through the evaporator coil and into the supply duct. If a lower 
ventilation rate is desired, the cover plate may be reinstalled to partially restrict the opening. An external negative-pressure 
source, such as a bathroom fan, can be used to introduce more than 50 CFM of ventilation air; consult the factory for 
additional guidance.

AIR DUCT

ADAPTER
COLLAR

VENT COVER
SCREEN

VENT COVER
SCREW

REMOVE VENT COVER PLATE
TO PROVIDE VENTILATION
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COOL-PAK HP W/VARIABLE SPEED INVERTER

CONDENSATE SYSTEM
Primary Condensate 
The factory-installed drain line routes condensate from the evaporator drain pan to a vertical connection in the unit’s base 
pan. From there, condensate flows into a catch tray in the wall sleeve and exits through the 3/4” [19 mm] male NPT fitting. 
This design allows the plumber to fully pipe the drain to a condensate riser during rough-in, eliminating the challenges of 
connecting the HVAC drain after the unit is installed in the closet. It also allows the unit to be removed for service without 
disconnecting any condensate piping. Unlike some competitive products, this configuration does not require additional 
closet space for the drain connection.

Secondary Condensate Overflow
If the primary condensate riser becomes blocked, water will rise in the catch tray and automatically divert through the sleeve 
to the building exterior, preventing overflow into the closet or living space. Any rainwater that enters the sleeve is also 
directed to the 3/4” condensate drain.

Standard Sleeve
1 - 1.5 ton units

Standard Sleeve
2 - 2.5 ton units

Oversized Sleeve
1 - 1.5 ton units

•	 Wall Sleeves
•	 Designed for rough-in installation. Once the space is prepared, the unit can be easily slid into the wall sleeve 

and connected to the ductwork and electrical.
•	 Weight-bearing construction supports the full weight of the unit while providing a weather-tight seal against 

wind and water infiltration. 
•	 Available in four depths to accommodate wall thicknesses ranging from 5” to 20” [127508 mm].
•	 Includes a weather guard to protect the sleeve opening and a debris guard to cover the sleeve base and drain 

during construction.
•	 Equipped with a primary condensate drain connection and a secondary overflow outlet routed to the building 

exterior.
•	 Flush-type aluminum louver with custom finish and paint options.
•	 Standard low-voltage thermostat with high and low temperature limits.

REQUIRED ACCESSORIES
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STANDARD PAINT COLORS

ACCESSORIES
OPTIONAL CUSTOM COLOR LOUVERS

 SLATE BLUE (LF01)  MEDIUM BRONZE (LF02)  SANDSTONE (LF03)

 LIGHT GRAY (LF04)  CHARCOAL (LF05)  BONE WHITE (LF06)

 WESTERN TAN (LF07)
ARCHITECTURAL BRONZE

(LF08)  REGAL BLUE (LF09)

 FOREST GREEN (LF10)  SURREY BEIGE (LF11)  ROYAL BROWN (LF12)

 BARN RED (LF13)  BURGUNDY (LF14)  CLAY (LF15)

 ALMOND (LF16)  COASTAL WHITE (LF17)  VISTA GREEN (LF18)

 BLACK (LF19)  GLOSS BLACK (LF20)  CAMPUS GREEN (LF21)
Custom color options available
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SLEEVE AND LOUVER ACCESSORIES

ACCESSORY DESCRIPTION DIMENSIONS                            
(H x W x D)

STANDARD SLEEVES SHIP WT. (EA) Lbs.

REAR
INSTALL1

SIDE
INSTALL2 REAR5 SIDE5

Standard Sleeve
1-1.5 ton units

For 5” - 8” thick walls 43-3/4 x 21-3/8 x 26 936-1B 936-11B 59 64

For 8” - 12” thick walls 43-3/4 x 21-3/8 x 30 936-2B 936-12B 63 73

For 12” - 15” thick walls 43-3/4 x 21-3/8 x 33 936-3B 936-13B 68 73

For 15” - 20” thick walls 43-3/4 x 21-3/8 x 38 936-4B 936-14B 75 80

Standard Sleeve
2-2.5 ton units

For 5” - 8” thick walls 43-3/4 x 27-3/8 x 26 985-1B 985-11B 63 68

For 8” - 12” thick walls 43-3/4 x 27-3/8 x 30 985-2B 985-12B 68 73

For 12” - 15” thick walls 43-3/4 x 27-3/8 x 33 985-3B 985-13B 75 80

For 15” - 20” thick walls 43-3/4 x 27-3/8 x 38 985-4B 985-14B 79 84

Oversized Sleeve
1-1.5 ton units

For 5” - 8” thick walls 43-3/4 x 27-3/8 x 26 986-1B 986-11B 63 68

For 8” - 12” thick walls 43-3/4 x 27-3/8 x 30 986-2B 986-12B 68 73

For 12” - 15” thick walls 43-3/4 x 27-3/8 x 33 986-3B 986-13B 75 80

For 15” - 20” thick walls 43-3/4 x 27-3/8 x 38 986-4B 986-14B 79 84

Standard Louver
1-1.5 ton units

Custom Painting 44x22 G205S 12

For Field Painting 44x22 G205PPA 12

Anodized Aluminum 44x22 G205A 12

Standard Louver
2-2.5 ton units

Custom Painting 44x28 G216S 18

For Field Painting 44x28 G216PPA 18

Anodized Aluminum 44x28 G216A 18

ACCESSORIES

NOTES:
1. Rear installation is recommended whenever possible, as it provides improved access to the unit.
2. Side installation requires a different closet size and configuration. Contact the factory for additional details.
3. S indicates a custom color provided by the customer. A minimum order quantity of 15 per color is required; orders below 15 will incur 

setup fees.
4. All wall sleeves are shipped two (2) per carton, fully assembled.
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ACCESSORIES
THERMOSTATS

Thermostat Description Dimensions 
(HxW) Part # Image

Heat Pump (24V) 
Thermostat

Digital w/emergency heat; cool-off-heat;  
auto-on w/limits-(6-wire) 4” x 5” T1220NC

Programmable (5-2) 
Thermostat

Heat Pump (24V); cool-off-heat;  
auto-on w/emergency heat & limits (6-wire) 4” x 5” T2220NC

Digital Occupancy Sensor Heat Pump (24V) 4” x 5” T8532

Heat Pump Communicating 
Thermostat

Heat Pump RS485 
Communicating Thermostat 4” x 5” T429

Communicating Thermostat 
Cable1

Required for communication with 
the T429 thermostat.

4 wires, 
24” long EW72014

NOTES:
1. Only compatible with the T429 thermostat.

COOL-PAK HP w/INVERTER
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ACCESSORIES

“A”“B”
FRAMED
OPENING

INSIDE

“C”
“D”

FRAMED OPENING INSIDE

NOTES:
1. Includes 18 x 24 x 1 or 20 x 24 x 1 filter.
2. Requires external return air louver and unit mount filter.
3. Both panels are insulated for sound reduction and have tamperproof screws.
4. Panels are shipped ten per carton.
5. Insulation Kit installed on outside of unit
6. A solid door or panel with a side wall return air louver will result in lower sound levels.

OPTIONAL ACCESSORIES (FIELD INSTALLED)

COMPONENT DESCRIPTION
DIMENSIONS

PART
NUMBER

SHIPPING 
WEIGHTFRAME 

(A x C)
OPENING 

(B x D)
FILTER 

(W x H x D)

ACCESS/RETURN
 AIR PANEL 3,4

LOUVERED 1

87 X 31 84 X 28 20” x 24” x 1”
931-11

55
NON-LOUVERED 2 931-12

LOUVERED 1

82 X 31 79 X 28 20” x 24” x 1”
931-13

NON-LOUVERED 2 931-14

ACCESS/RETURN 
AIR PANEL 3,4

LOUVERED 1

87 X 37 84 X 34 20” x 24” x 1”
931-15

55
NON-LOUVERED 2 931-16

LOUVERED 1

82 X 37 79 X 34 20” x 24” x 1”
931-17

NON-LOUVERED 2 931-18

12K, 18K INSULATION KIT 5/8” DUCTBOARD N/A 91K01 – – –

24K, 30K INSULATION KIT 5/8” DUCTBOARD N/A 91K02 – – –
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COOL-PAK HP W/VARIABLE SPEED INVERTER

PHYSICAL DATA

COOL-PAK HP w/VARIABLE SPEED INVERTER

MODEL
NUMBER

A B C D E F G H I J K L M N

CABINET DIMENSIONS SUPPLY CONNECTIONS

EVE12***D 66.5 34.9 36.9 38.9 1.4 23.6 20.9 6.4 3.3 10.0 3.9 20.1 38.2 1.6

EVE18***D 66.5 34.9 36.9 38.9 1.4 23.6 20.9 6.4 3.3 10.0 3.9 20.1 38.2 1.6

EVE24***D 66.5 34.9 36.9 38.9 1.4 23.7 26.9 10 7.9 10.0 3.9 20.1 38.2 1.6

EVE30***D 66.5 34.9 36.9 38.9 1.4 23.7 26.9 10 7.9 10.0 3.9 20.1 38.2 1.6

A

BCD

E

F

G

H

JI

K

BLOWER SUPPLY

L

M

N
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COOL-PAK HP W/VARIABLE SPEED INVERTER

COOL-PAK HP w/VARIABLE SPEED INVERTER

MODEL EVE12***D EVE18***D EVE24***D EVE30***D

Voltage 208/230-1Ph-60Hz

Refrigerant  R454B

Compressor Type/Qty Variable Speed Rotary/1

Rated SCFM 420 600 800 850

COOLING PERFORMANCE

Rated Capacity BTU/h 11,800 17,300 23,400 27,600

Capacity Range BTU/h 7,000 -16,500 9,900 - 21,280 15,000 – 33,000 15,800 - 36,110

EER2 13.0 11.0 10.8 10.0

SEER2 17.0 16.0 16.0 15.5

Sensible Heat Ratio 0.77 0.75 0.77 0.75

HEATING PERFORMANCE

Rated Capacity at 47°F BTU/h 11,900 17,500 23,400 28,000

HSPF2 9.0 9.0 9.0 8.5

OPERATION CONDITIONS

Outdoor 
Ambient 
Operating 
Range

Cooling DB °F 55°F - 115°F

Heating DB °F 0°F -75°F

Max. Static Pressure in.w.g. 0.3 0.5 0.5 0.5

PHYSICAL DATA

Electric Heat Options (kW@240V) 0, 3, 4, 5 0, 3, 5, 7 0, 5, 7, 9.5 0, 5, 7, 9.5

Evaporator Blower Motor BLDC, 300W

Condenser Fan Motor BLDC, 300W

Expansion Device EEV

Factory Refrigerant Charge lbs 3.48 4.7 5 5

Operating Weight lbs 196 209 245 245

Shipping Weight lbs 211 224 262 262
NOTE:
Tested and rated in accordance with ANSI/AHRI 210/240

GENERAL DATA
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COOL-PAK HP W/VARIABLE SPEED INVERTER

BLOWER AIRFLOW PERFORMANCE

1. Nominal Speed: Designed for 0.3 in. [75 Pa] external static pressure, including a 1 in. [25.4 mm] clean air filter.
2. High Static: Designed for 0.5 in. [127 Pa] external static pressure, including a 1 in. [25.4 mm] clean air filter.
	 - To enable High Static mode, set dip switch SW2-1 on the control board to the ON position.

BLOWER AIRFLOW PERFORMANCE

Model MOTOR 
SPEED

EXTERNAL STATIC PRESSURE (IN.W.G.)
0.1 0.2 0.3 0.4 0.5

SCFM W SCFM W SCFM W SCFM W SCFM W

EVE12***D
Nominal1 591 106 499 91 442 80 – – – – – – – – – – – –
High Static2 793 214 725 195 640 175 570 161 500 145

EVE18***D
Nominal1 723 180.8 698.5 172.7 661.9 161.3 610.5 146.8 501.7 119.4
High Static2 783.5 217.7 752.9 208.6 728.1 199 686.6 185.8 603.6 158.8

EVE24***D
Nominal1 972 323 903 293 783 251 722 233 718 231
High Static2 1080 435 1014 399 906 345 823 315 781 298

EVE30***D
Nominal1 1000.8 344.9 919 309.1 824.8 273.9 744.7 247.3 736.6 244.8
High Static2 1080.3 434.9 1014.1 399.2 905.5 344.9 823.3 315.3 781 298.4

EXTENDED PERFORMANCE DATA
EXTENDED HEATING CAPACITY, HEAT PUMP ONLY

Model Air Flow 
SCFM

47/43 17/15 5/4max 0/-
Net Capacity Power Input Net Capacity Power Input Net Capacity Power Input Net Capacity Power Input

BTU/h W BTU/h W BTU/h W BTU/h W

EVE12***D 420 12,000 920 10,700 1,190 10,500 1,360 9,500 1,320
EVE18***D 600 18,000 1,450 14,000 1,640 13,800 1,900 12,500 1,870
EVE24***D 800 24,000 2,010 23,000 2,800 21,000 3,050 20,000 3,030
EVE30***D 850 28,000 2,480 24,000 2,900 23,000 3,300 20,200 3,100

1. Capacities based off 70°F EAT at 0.3” external static pressure.
2. Airflow measured at the default blower speed
3. Capacities include both stages of electric heat for 7kW and 10kW models.

EXTENDED HEATING DATA HEAT PUMP + ELECTRIC HEAT

Model
Heater 

Size@240V 
kW

47/43 17/15 5/4 0/-
Net 

Capacity
Power 
Input

Net 
Capacity

Power 
Input

Net 
Capacity

Power 
Input

Net 
Capacity

Power 
Input

BTU/h W BTU/h W BTU/h W BTU/h W
EVE12203D**A0 3 22,250 3,920 20,950 4,190 20,750 4,360 19,750 4,320
EVE12205D**A0 4.5 27,354 5,420 26,054 5,690 25,854 5,860 24,854 5,820
EVE18203D**A0 3 28,250 4,450 24,250 4,640 24,050 4,900 22,750 4,870
EVE18205D**A0 5 35,100 6,450 31,100 6,640 30,900 6,900 29,600 6,870
EVE18207D**A0 7 41,900 8,450 37,900 8,640 37,700 8,900 36,400 8,870
EVE24205D**B0 5 41,100 7,010 40,100 7,800 38,100 8,050 37,100 8,030
EVE24207D**B0 7 47,900 9,010 46,900 9,800 44,900 10,050 43,900 10,030
EVE24210D**B0 9.5 56,450 11,510 55,450 12,300 53,450 12,550 52,450 12,530
EVE30205D**B0 5 45,100 7,480 41,100 7,900 40,100 8,300 37,300 8,100
EVE30207D**B0 7 51,900 9,480 47,900 9,900 46,900 10,300 44,100 10,100
EVE30210D**B0 9.5 60,450 11,980 56,450 12,400 55,450 12,800 52,650 12,600
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EXTENDED PERFORMANCE DATA 

EXTENDED COOLING PERFORMANCE (95°F, 105°F, 115°F)

Model
Indoor 
Temp 

DB/WB

Outdoor Temperature °F
95°F 105°F 115°F

BTU/h S/T W BTU/h S/T W BTU/h S/T W

EVE12***D

75/57 11038 1 916 10544 1 1012 10015 1 1115
75/63 11766 0.82 919 11160 0.86 1018 10497 0.88 1122
80/67 12628 0.78 921 11941 0.82 1024 11277 0.85 1132
85/72 13671 0.73 926 13034 0.74 1031 12278 0.76 1142

EVE18***D

75/57 15488 1 1550 14755 1 1697 13954 1 1844
75/63 16739 0.78 1579 15769 0.81 1726 14732 0.84 1872
80/67 17953 0.75 1605 16921 0.78 1758 15812 0.81 1908
85/72 19491 0.69 1636 18392 0.71 1795 17238 0.73 1953

EVE24***D

75/57 21528 1 2120 20526 1 2339 19446 1 2565
75/63 22398 0.77 2134 21173 0.79 2354 19905 0.82 2580
80/67 23999 0.75 2157 22830 0.75 2390 21343 0.79 2622
85/72 26003 0.68 2208 24651 0.7 2439 23244 0.72 2674

EVE30***D

75/57 24354 1 2522 23260 1 2757 22081 1 3005
75/63 25539 0.75 2546 24234 0.77 2783 22826 0.79 3031
80/67 27377 0.73 2580 25988 0.74 2827 24483 0.76 3085
85/72 29966 0.65 2593 28233 0.68 2895 26700 0.7 3152

EXTENDED COOLING PERFORMANCE (65°F, 75°F, 85°F)

Model
Indoor 

Temp DB/
WB

Outdoor Temperature°F
65°F 75°F 85°F

BTU/h S/T W BTU/h S/T W BTU/h S/T W

EVE12***D

75/57 12420 1 633 11940 1 734 11500 1 823
75/63 13548 0.77 620 12919 0.79 729 12352 0.8 823
80/67 14537 0.74 607 13857 0.76 722 13255 0.77 821
85/72 15827 0.68 590 15100 0.69 712 14414 0.71 820

EVE18***D

75/57 17451 1 1145 16826 1 1272 16174 1 1408
75/63 19315 0.74 1154 18492 0.75 1290 17643 0.77 1433
80/67 20639 0.71 1166 19817 0.73 1303 18894 0.74 1453
85/72 22427 0.65 1171 21521 0.66 1317 20528 0.68 1476

EVE24***D

75/57 23448 0.97 1516 23403 1 1722 22494 1 1913
75/63 25780 0.72 1504 24678 0.74 1716 23530 0.76 1923
80/67 27713 0.69 1492 26421 0.71 1729 25176 0.73 1947
85/72 29589 0.62 1514 28699 0.66 1732 27470 0.66 1952

EVE30***D

75/57 26121 0.96 1820 25917 0.98 2034 25623 1 2239
75/63 29108 0.71 1823 28077 0.72 2035 27063 0.74 2254
80/67 31126 0.67 1821 29120 0.67 2082 29092 0.71 2273
85/72 33920 0.61 1815 32615 0.62 2072 31590 0.64 2303
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COOL-PAK HP W/VARIABLE SPEED INVERTER

ELECTRICAL DATA

*Circuits 1 and 2 require separate sets of power wires connected to the unit, each backed by an independent circuit breaker.
- 5kW models and the EVE18207D* Requires only 1 circuit, the circuit is used for compressor power, condenser fan power, evaporator motor power and electric heat.
- All 10kW models, Requires 2 Circuits. Circuit 1 is  used for compressor power, condenser fan power and the evaporator motor. Circuit 2 is used for the electric heat.
- Refer to wiring diagrams In the EVE Installation and Operation Manual for additional details. Wire size should be determined in accordance with National Electric Codes.
- Units are rated for 208/240V, MOP, MCA values are calculated at 208/240V.
- Data is subject to change. Please verify most current information on www.firstco.com

COOL-PAK HP w/VARIABLE SPEED INVERTER – ELECTRIC HEATER RATINGS

Model
240V 230V 208V

kW BTU/H kW BTU/H kW BTU/H

EVE12203D**A0 3 10250 2.8 9450 2.3 7700
EVE12205D**A0 4.5 17100 4.13 15700 3.38 12800
EVE18203D**A0 3 10250 2.8 9450 2.3 7700
EVE18205D**A0 5 17100 4.6 15700 3.8 12800
EVE18207D**A0 7 23900 6.4 22000 5.3 17950
EVE24205D**B0 5 17100 4.6 15700 3.8 12800
EVE24207D**B0 7 23900 6.4 22000 5.3 17950
EVE24210D**B0 9.5 32450 8.7 29850 7.1 24350
EVE30205D**B0 5 17100 4.6 15700 3.8 12800
EVE30207D**B0 7 23900 6.4 22000 5.3 17950
EVE30210D**B0 9.5 32450 8.7 29850 7.1 24350

COOL-PAK HP W/VARIABLE SPEED INVERTER – ELECTRICAL DATA

MODEL 
NUMBER VOLTAGE

COM-
PRESSOR

OUT-
DOOR 

MOTOR

INDOOR 
MOTOR

MIN. CIRCUIT 
AMPACITY (MCA)

MAX. OVERCURRENT 
PROTECTION (MOP)

MIN.
V.

MAX.
V.

RLA LRA FLA W FLA W
CIRCUIT 1*

 (L1-L2)
CIRCUIT 2* 

(L3-L4)
CIRCUIT 1*

(L1-L2)
CIRCUIT 2* 

(L3-L4)
240V 208V 240V 208V 240V 208V 240V 208V

EVE12200D* 208/240-1-60 5 19.7 1.5 300 1.5 300 9.3 9.3 – – – – – – 15 15 – – – – – – 197 252
EVE12203D* 208/240-1-60 5 19.7 1.5 300 1.5 300 24.9 22.8 – – – – – – 25 25 – – – – – – 197 252
EVE12205D* 208/240-1-60 5 19.7 1.5 300 1.5 300 32.7 29.6 – – – – – – 35 30 – – – – – – 197 252
EVE18200D* 208/240-1-60 7.1 26.2 1.5 300 1.5 300 11.9 11.9 – – – – – – 15 15 – – – – – – 197 252
EVE18203D* 208/240-1-60 7.1 26.2 1.5 300 1.5 300 27.5 25.4 – – – – – – 30 30 – – – – – – 197 252
EVE18205D* 208/240-1-60 7.1 26.2 1.5 300 1.5 300 37.9 34.4 – – – – – – 40 35 – – – – – – 197 252
EVE18207D* 208/240-1-60 7.1 26.2 1.5 300 1.5 300 48.3 43.5 – – – – – – 50 45 – – – – – – 197 252
EVE24200D* 208/240-1-60 13.2 29.3 1.5 300 1.5 300 19.5 19.5 – – – – – – 30 30 – – – – – – 197 252
EVE24205D* 208/240-1-60 13.2 29.3 1.5 300 1.5 300 45.5 42.1 – – – – – – 50 50 – – – – – – 197 252
EVE24207D* 208/240-1-60 13.2 29.3 1.5 300 1.5 300 19.5 19.5 36.5 31.6 30 30 40 35 197 252
EVE24210D* 208/240-1-60 13.2 29.3 1.5 300 1.5 300 19.5 19.5 49.5 42.9 30 30 50 45 197 252
EVE30200D* 208/240-1-60 13.2 29.3 1.5 300 1.5 300 19.5 19.5 – – – – – – 30 30 – – – – – – 197 252
EVE30205D* 208/240-1-60 13.2 29.3 1.5 300 1.5 300 45.5 42.1 – – – – – – 50 50 – – – – – – 197 252
EVE30207D* 208/240-1-60 13.2 29.3 1.5 300 1.5 300 19.5 19.5 36.5 31.6 30 30 40 35 197 252
EVE30210D* 208/240-1-60 13.2 29.3 1.5 300 1.5 300 19.5 19.5 49.5 42.9 30 30 50 45 197 252
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COOL-PAK HP W/VARIABLE SPEED INVERTER

18

SLEEVE & LOUVER ASSEMBLY - 1-1.5 TONS

SLEEVE & LOUVER ASSEMBLY - 2-2.5 TONS

Filter

Approximate
Fastener

Locations

Electrical
Disconnect

Rear Access
Panel

Electrical
Service
Knockout

Drain
(3/4" MPT)

Outside

Wall Sleeve

Sleeve Seal

Architectural
Louver

Rough-in Dimensions
44"H X 21-5/8"W

Rough in Dimensions
44’’ H x 27-5/8’’W

Architectural
Louver

Drain
(3/4” MPT)

Wall Sleeve

Sleeve Seal

Electrical Service
Knockout

Approximate
Fasteners
Locations

Electrical
Disconnect

Rear Access
Panel

Filter
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OVERSIZED SLEEVE & LOUVER ASSEMBLY - 1-1.5 TONS
Rough in Dimensions
44’’ H x 27-5/8’’W

Architectural
Louver

Drain
(3/4” MPT)

Wall Sleeve

Sleeve Seal

Electrical
Service
Knockout

Access to
Fasteners
Locations

Electrical
Service
Pull Out

Front
Access

Panel

Filter

Return Air

Eco-Series Unit 

6” min.

To Condensate Drain

NOTE:
“P” Trap is shown for illustration
  purposes only.
  It may not be required by local codes. 

Caulk

Any exterior
obstruction

30” 
min.

Side View
(with “Rear Install” Sleeve)

Note: Slope unit to
outside for overflow 
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COOL-PAK HP W/VARIABLE SPEED INVERTER

CLOSET INSTALLATION
NOTES:
1. Sleeve rough-in opening is 44”(H) X 21-5/8”(W).
2. Bottom of opening should be approx. 6” above floor level.
3. Minimum 3” of clearance is required on all sides of the unit.

REAR INSTALLATION - STANDARD 1-1.5 TONS
INSTRUCTIONS:

To find the minimum closet depth (dimension “C”), use the following method:

Determine dimension “A” which is the total finished wall thickness.

•	 For 5”-8” outside wall thickness, subtract “A” from 29”. 
(“C” = 29 - “A”)

•	 For 8”-12” outside wall thickness, subtract “A” from 33”. 
(“C” = 33 - “A”)

•	 For 12”-15” outside wall thickness, subtract “A” from 36”. 
(“C” = 36 - “A”)

NOTE:	 Provide minimum clearances as shown for interior 
	 closet dimensions.

3" Minimum 

A 3" Minimum 
Installed

Wall
Sleeve

Minimum 30"
Service Opening  

NOTE: Sleeve dimensions vary based on model purchased.

Louver width is 22”

UNIT
Unit must line up with door 
opening to facilitate removal 
when necessary 
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CLOSET INSTALLATION

INSTRUCTIONS:
To find the minimum closet depth (dimension “C”), use the following method:
Determine dimension “A” which is the total finished wall thickness.

•	 For 5”-8” outside wall thickness, subtract “A” from 39”. 
(“C” = 39 - “A”)

•	 For 8”-12” outside wall thickness, subtract “A” from 43”. 
(“C” = 43 - “A”)

•	 For 12”-15” outside wall thickness, subtract “A” from 46”. 
(“C” = 46 - “A”)

NOTE:	 Provide minimum clearances as shown for interior closet dimensions.

REAR INSTALLATION - STANDARD 2-2.5 TONS OR OVERSIZED 1-1.5 TONS
NOTES:
1. Sleeve rough-in opening is 44”(H) X 27-5/8”(W).
2. Bottom of opening should be approx. 6” above floor level.
3. Minimum 3” of clearance is required on all sides of the unit.

Louver width is 28”

Unit must line up with 
door opening to facilitate 
removal when necessary 

UNIT

3" Minimum 

A 3" Minimum 
Installed

Wall
Sleeve

Minimum 30"
Service Opening  

NOTE: Sleeve dimensions vary based on model purchased.
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NOTES:
1.	 Sleeve rough-in opening is 44”(H) X 21-5/8”(W).
2. 	Bottom of opening should be approx. 6” above floor level.
3. 	Minimum 3” of clearance is required on all sides of the unit
	 and 12” clearance on the rear.
*Consult Local Codes for Clearance*

STANDARD 2-2.5 TONS OR OVERSIZED 1-1.5 TONS
NOTES:
1.	 Sleeve rough-in opening is 44”(H) X 21-5/8”(W).
2. 	Bottom of opening should be approx. 6” above floor level.
3. 	Minimum 3” of clearance is required on all sides of the unit
	 and 12” clearance on the rear.
*Consult Local Codes for Clearance*

SIDE INSTALLATION - STANDARD 1-1.5 TONS

3" Minimum 

12" Minimum 

3" Minimum 

Minimum 30"
Service Opening

Installed Wall
Sleeve 

NOTE: Sleeve dimensions vary
  based on model purchased.

NOTE: Sleeve should be installed
in a exterior wall prior to
constructing the closet.

CLOSET INSTALLATION 

3" Minimum 

12" Minimum 

3" Minimum 

Minimum 30"
Service Opening

Installed Wall
Sleeve 

NOTE: Sleeve dimensions vary
 based on model purchased.

NOTE: Sleeve should be installed
in a exterior wall prior to
constructing the closet.
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